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UNLOADING PANEL
NOTE 3

LT

03001

SUBSTATION GENERATOR FUEL
STORAGE TANK
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15,000 GALLONS

USABLE CAPACITY

LEAK SENSING
CABLE

1" WATER
DRAW-OFF PUMP

SPRING LOADED
EMERGENCY VENT

36" MANWAY
(TYP 2)

VACUUM/
PRESSURE VENT
W/INSECT SCREEN

LEVEL
NOTE 2

STICK/SAMPLE PORT

3/4" CONTAINMENT
 DRAIN

TO DIESEL GENERATOR  ENCLOSURE
FOR CONTINUATION SEE SHEET M-907601H

LC-03001

LSLL

03001

LSL

03001

LSH

03001

LSHH

03001
ASV

2 1/2" FOS

D

HIGH-HIGH
LEVEL 95%

HIGH
LEVEL 90%

LOW
LEVEL 15%

LOW-LOW
LEVEL 10%

YS

03001

NOTE 4

 LEAK DETECTED

PCMS
69001

 TANK LEVEL

 HIGH-HIGH LEVEL
HIGH LEVEL
LOW LEVEL

LOW-LOW LEVEL

INSPECTION PORT
W/ DROP TUBE

INSPECTION PORT
W/ NO DROP TUBE

OVERFILL PREVENTION VALVE

TANK TOP FILL
CONNECTION WITH
7 GALLON SPILL
CONTAINMENT

3" FOM

NOTE 5

AI : TOTAL FUEL DELIVERED
AI : TANK LEVEL
DI : LEAK DETECTED
DI : LEVEL ALARM LOW
DI : LEVEL ALARM LOW-LOW
DI : LEVEL ALARM HIGH
DI : LEVEL ALARM HIGH-HIGH

OUTSIDE DG ENCLOSUREINSIDE DG ENCLOSURE

TANK END 'A'TANK END 'B'

FOOT VALVEFLOAT VALVE
(TYP 4)

LEVEL
GAUGE

1% SLOPE

LI

03001

HS

03001

LAHH

03001

LAH

03001

XA

03001

SILENCE

UA-03001

LEAK DETECTED

LAL

03001

LALL

03001

LOW FUEL
LEVEL

LOW-LOW
FUEL LEVEL

TANK
LEVEL

HIGH-HIGH
FUEL LEVEL

HIGH FUEL
LEVEL

FROM DIESEL GENERATOR  ENCLOSURE
FOR CONTINUATION SEE SHEET M-907601H

2 1/2" FOR

FOR CLARITY, EQUIPMENT TAGS ON THIS
SHEET ARE GENERALLY ABBREVIATED. UNLESS

NOTED OTHERWISE,  THE BUILDING NUMBER
(907) MUST BE ADDED TO COMPLETE EACH TAG.
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SUBSTATION GENERATOR FUEL TANK

SHEET NOTES
1.

2.

3.

4.

5.

FOR GENERAL NOTES , LEGEND AND ABBREVIATIONS
SEE SHEETS M-907001H THRU M-907004H.

INSTRUMENT SHALL BE ENCLOSED IN A BOX, HEATED
AND INSULATED BY BOX MANUFACTURER AS REQUIRED
TO MAINTAIN ABOVE FREEZING CONDITIONS WITHIN THE
PANEL. POWER FOR THE HEATERS WILL COME FROM
THE GENERATOR ENCLOSURE.  HEATERS SHALL
INCLUDE MANUAL ON/OFF CONTROL WITH HIGH AMBIENT
TEMPERATURE THERMOSTAT SHUTDOWN SET TO 50
DEG F.

PANEL SHALL BE HEATED AND INSULATED BY PANEL
MANUFACTURER AS REQUIRED TO MAINTAIN ABOVE
FREEZING CONDITIONS WITHIN THE PANEL.  PANEL
SHALL BE PROVIDED BY DG MANUFACTURER AND
MOUNTED ON EXTERIOR OF DG ENCLOSURE VISIBLE
FROM TANK FILL CONNECTION. POWER FOR THE
HEATERS WILL COME FROM THE GENERATOR
ENCLOSURE.  HEATERS SHALL INCLUDE MANUAL ON/OFF
CONTROL WITH HIGH AMBIENT TEMPERATURE
THERMOSTAT SHUTDOWN SET TO 50 DEG F.

LEAK DETECTION MODULE LOCATED IN PREFABRICATED
DG ENCLOSURE.

PROVIDE BALLISTIC COLLARS ON ALL EXPOSED VALVES,
SPILL CONTAINMENT, AND FUEL UNLOADING PANEL.
PROVIDE 1/4" WALL THICKNESS WITH LOW DRAIN
OPENING.
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